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Reorder Feature Sterility Pcs/Unit Units/Ctn

3FSKS645818 Type 6 Non-Sterile 250 1

3FSKS645820 Type 6 Adhesive Non-Sterile 250 1

LEAD FREE

No hazardous waste

Takes into consideration saturated steam, time  
and temperature

No damage to instruments

INSTANT ACCURACY

NON-TOXIC INK

The Interster Steam Emulating Indicator is designed to evaluate 
the sterilisation parameters on the location and to give instant 
read-out. The reaction speed is controlled by the exact chemical 
composition and is strongly influenced by temperature. The ink 
consists of six different components, resulting in a very accurate 
and gradual colour change during the sterilisation process. 
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Autoclave sterilisers

Suitable for:
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Test results Steam Emulating Indicator: Test results Helix Test System:

Interster International B.V.
Samsonweg 2, 1521 RC Wormerveer 
T: +31 75 627 22 41  -  E: export@interster.nl

www.interster.nl/exportrange

Unexposed indicator: Unexposed indicator:

Only temperature exists. No steam penetration/air removal:

Only temperature exists. No steam penetration/air removal:

Insufficient steam penetration/air removal:

Insufficient steam penetration/air removal:

Steam penetration and inert gas exist at the same time:

Steam penetration and inert gas exist at the same time:

Steam penetration and inert gas exist at the same time:

Sterilization process succeed.

Minimum colour change equal to reference text or darker:

Sterilization process succeed.

Minimum colour change equal to reference text or darker:

134 °C - 3,5 min. / 121 °C - 15 min.

Sterilizing conditions turn indicator 
from light blue to dark.

Minimum reference colour

STEAM
Manufactured in The Netherlands. 
www.interster.nl
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Do not use the above shown pictures as a reference colour


